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R751/LEDN3635SX2
suspended luminaire - lens - 
rectangular - grey 
lacquered sheet steel housing 
design: EER design 
individual luminaire 

Mechanical characteristics
dimensions: (LxWxH) 1500 mm x 150 mm x 50 
mm 
weight: 5.8 kg 

Optic
lens - LED+LENS 
Luminous area: 0.1764 m² 

Lamp
lamp type: LED HP 
colour temperature: 4000K / neutral white 

Electrical equipment
S: driver fixed output 
voltage: 220-240V 
frequency: 50-60Hz 
power consumption: 32 W 
power factor >= 0.9 
photobiological safety: EN 62471: risk group 1 
unlimited 

Luminance
luminous flux luminaire: 3550 lm 
luminous efficacy luminaire: 111 lm/W 

Classifications
UTE: D 

Luminous intensities in cd/klm

gamma C 0 C 45 C 90 C 135 C 180

0° 269 269 269 269 269

5° 314 305 281 245 227

10° 371 359 307 227 188

15° 432 427 340 211 145

20° 482 495 373 188 101

25° 510 559 395 156 68

30° 524 617 399 124 50

35° 501 658 390 98 44

40° 436 668 370 77 45

45° 339 644 339 62 44

50° 259 585 294 51 39

55° 209 498 232 41 32

60° 159 404 165 34 23

65° 104 274 85 23 14

70° 25 115 31 10 4

75° 5 15 14 4 2

80° 1 1 2 1 0

85° 0 0 0 0 0

90° 0 0 0 0 0
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